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é’/ SECURED POLE CAP

NOTES

PEDESTRIAN PUSHBUTTON AND SIGN
ASSEMBLT - MAY BE SEPARATE PARTS.

USE 9" (IN) X 12" (IN) R10-25 SIGN IN ACCORD-
ANCE WITH 2009 MUTCD. SIGN MAY INCLUDE
INTEGRATED WARNING LIGHTS.
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! WINDBEAM  (TYP.) CONTROL CABINET SEE STANDARD PLAN J-21.10 FOR SIGNAL
i SEE NOTE 7 STANDARD FOUNDATION WITH FIXED BASE
. ( ) AND SLIP BASE DETAILS.
SIGN W11-2 ~ ! ! SEE STANDARD PLAN J-21.16 FOR SIGNAL
36" (IN) x 36" (IN) [ _ STANDARD DETAILS NOT SHOWN.
i i
. CONTROL CABINET : Q_' SIGN W11-2 SEE STANDARD PLAN J-21.17, DETAIL C
r—1 ENCLOSURE ~ MOUNT SIGN Wi12 ;_ﬁ; FOR WIRING DETAILS NOT SHOWN.
: CENTERED BEHIND SIGN !
| (SEE NOTE 7) | SEE STANDARD PLAN G-30.10 FOR SIGN
/ i i INSTALLATION ON SIGNAL STANDARD DETAILS.
RN AR SIGN W11-2 ‘ | TERMINATE RRFB CONNECTIONS PER MANU-
BEACON ~ APPROX. : : RECTANGULAR FACTURER'S RECOMMENDATION.
N i RECTANGULAR : R LASHING CONTROL CABINET ENCLOSURE SHALL
i . RAPID-FLASHING ! BE SIZED BY THE RRFB MANUFACTURER.
[ BEACON | THE CONTROL CABINET SHALL BE
. T L S MANUFACTURED PER TERMINAL CABINET
% | | RECTANGULAR : MOUNTING BRACKET REQUIREMENTS OF STANDARD SPECIFICATION
: = , BEACON i AND STEEL STRAP (TYP) (SEE NOTE 5) 9-29.25.
< N \ % . (SEE NOTE 5)
I = @ﬁg
SIGN W16-7PR ~ # SIGN W16-7PR / [ SIGN W16-7PR
" o OR W16-7PL i SIGNS W16-7PR OR W16-7PL
30" (IN) x 18" (IN) H : \ AND W16-7PL
Fyrs | WINDBEAM (TYP.)
SIGN W11-501 ~ R B
12" (IN) x 12" (IN) : i
i i
TYPE FB SIGNAL STANDARD /? x ! =)
(SEE NOTE 3) g [ 5
z i ;
Z|§ PEDESTRIAN PUSHBUTTON / PEDESTRIAN PUSHBUTTON N
P R o SHBUT TN o __ 2|2 AND SIGN ASSEMBLY il AND SIGN_ASSEMBLY
(SEE NOTE 1) g 2L (SEE NOTE 1) i (SEE NOTE 1)
ol |
o)
@ i
MATCHLINE ) < MATCHLINE | | MATCHLINE | |
'''''' sr=- - © fTrTEsrT s TS - T s s TS - \/
USE DETAILS ABOVE / = SIDE ELEVATION VIEW SIDE ELEVATION VIEW
MATCHLINE FOR SIDE
ELEVATION VIEWS UNI-DIRECTIONAL CONFIGURATION BI-DIRECTIONAL CONFIGURATION
DETAILS DETAILS
AT
. ~ 3
I " N " I
L) NN
"L,_ '_Alnln |
AR CROSS TRAFFIC
: I : MAY NOT STOP
———tr——- USE CAUTION
| kWHEN CROSSlNG)
FRONT ELEVATION VIEW W11-501
RECTANGULAR RAPID-FLASHING BEACON (12" x 12")
(WITHOUT SOLAR ENGINE) PEDESTRIAN SYMBOL HEIGHT - 4" (IN)
SLIP BASE AND CONCRETE SQUARE BICYCLE SYMBOL HEIGHT - 3" (IN)
FOUNDATION SHOWN (SEE NOTES 2 & 4) LETTERS - 1" C
LEGEND - BLACK
BACKGROUND - YELLOW
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14~ 0"

SIGN W16-7PR ~

3" MAX.

SOLAR ENGINE
ASSEMBLY WITH

ROUND POST MOUNT ~

ORIENTATION FACIN
SOUTH

SIGN W11-2 ~
36" (IN) x 36" (IN)

RECTANGULAR
RAPID-FLASHING
BEACON ~ APPROX.
24" (IN) x 4" (IN) x

1 1/2" (IN)

30" (IN) x 18" (IN)

SIGN W11-501 ~
12" (IN) x 12" (IN)

TYPE FB SIGNAL STANDARD /r_—'];

(SEE NOTE 3)

PEDESTRIAN PUSHBUTTON
AND SIGN ASSEMBLY
(SEE NOTE 1)

MATCHLINE | |

USE DETAILS ABOVE /
MATCHLINE FOR SIDE
ELEVATION VIEWS

CROSS [IRAFFIC
HAY NAT STOP

USE CAUTION
WHEN CROSSING

BUTTON T0
TURN ON

VIERNING
LIGHTS

7'- 0" MIN
ABOVE SIDEWALK

|

J
.
*
|

FRONT ELEVATION VIEW
RECTANGULAR RAPID-FLASHING BEACON
(WITH SOLAR ENGINE)

FIXED BASE AND CONCRETE SQUARE
FOUNDATION SHOWN (SEE NOTES 2 & 4)

G

SIGN W11-2 /

RECTANGULAR
RAPID-FLASHING

BEACON

i
@#
SIGN W16-7PR / [

OR W16-7PL

PEDESTRIAN PUSHBUTTON /
AND SIGN ASSEMBLY [[

(SEE NOTE 1)

MATCHLINE

SOLAR ENGINE
ASSEMBLY WITH
ROUND POST MOUNT ~
ORIENTATION FACING
SOUTH

CONTROL CABINET
ENCLOSURE ~ MOUNT
CENTERED BEHIND SIGN
(SEE NOTE 7)

|
|
|
i
-
. \ MOUNTING BRACKET
- AND STEEL STRAP (TYP.)

(SEE NOTE 5)

| \
i WINDBEAM (TYP.)

SIDE ELEVATION VIEW

UNI-DIRECTIONAL CONFIGURATION
DETAILS

|
|
|
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! PEDESTRIAN PUSHBUTTON /
! AND SIGN ASSEMBLY Il
|
|
|

WINDBEAM (TYP.)

SIGN W11-2 \

RECTANGULAR
RAPID-FLASHING
BEACON

SIGNS W16-7PR
AND W16-7PL

(SEE NOTE 1)

MATCHLINE | | [ _._.

SIDE ELEVATION VIEW

SOLAR ENGINE
ASSEMBLY WITH
ROUND POST MOUNT ~
ORIENTATION FACING
SOUTH

CONTROL CABINET
ENCLOSURE
(SEE NOTE 7)

SIGN W11-2

RECTANGULAR
RAPID-FLASHING
BEACON

MOUNTING BRACKET
AND STEEL STRAP (TYP.)
(SEE NOTE 5)

SIGN W16-7PR
OR W16-7PL

N0
|
OJ =
R
o
O
~_

BI-DIRECTIONAL CONFIGURATION
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